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S5933 Configuration EEPROM
(Pages reference "S5933 PCI Controller Data Book", AMCC, Spring 1996)

ROM ADRS            NAME                VALUE       COMMENT
41,40               Vendor ID           10E8        page 3-4
43,42               Device ID           82AD        page 3-5
45                  FIFO Setup          60          page 10-15
48                  Revision ID         01          page 3-10
4B,4A,49            Class Code          0B 40 00    page 3-11, processors:co-processor  
4D                  Latency Timer       80          page 3-16
4E                  Header Type         00          page 3-17, single function
4F                  BIST                00          page 3-18, no built-in self test
53,52,51,50         Base Adrs Reg #0    10E8FFC1    page 6-3, required for S5933 to accept 24C0
4 config data
57,56,55,54         Base Adrs Reg #1    BFFFF000    page 11-21, needed to enable S5933 bus mast
ering*
5B,5A,59,58         Base Adrs Reg #2    FFFFFFFF    don't care
5F,5E,5D,5C         Base Adrs Reg #3    FFFFFFFF    don't care
63,62,61,60         Base Adrs Reg #4    FFFFFFFF    don't care
67,66,65,64         Base Adrs Reg #5    FFFFFFFF    not implemented in S5933
73,72,71,70         XROM Base Adrs      FFFFFF00    page 3-23,disabled
7C                  Intrpt Line Reg     FF          page 3-25, default
7D                  Intrpt Pin Reg      01          page 3-26, INTA#
7E                  Min Grant           00          page 3-27, no requirement
7F                  Max Latency         00          page 3-28, no requirement
81,80               NNSLD Serial Nr.    00nn        Access only thru PCI operation registers
*4Kbyte space, memory, 16-bit pass-thru bus

To access config space from 2600 PPC bug: "CSAR 0 10 0 <offset>" or 
"CSAW 0 10 0 <offset> <data>".


